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GENERAL DESCRIPTION
WATERCO MICROBE-AID is specifically blended
to contain the natural facultative (aerobic and
anaerobic) bacteria to provide outstanding
performance in low oxygen environment and
liquefy/decompose organic waste. 

AREAS OF APPLICATION
All living things produce or cause organic waste.
This unique highly concentrated blend is designed
to be used in anaerobic sludge digesters, lift stations,
sludge lagoons, septic systems in all industrial,
institutional, municipal waste and farm applications.

SPECIAL FEATURES
Increased Bacterial Activity - rapidly dissolving
paks and the unique micro-nutrient enriched carrier
provide accelerated germination, growth and
superior enzyme production.

Reduces B.O.D., S.S., S.V. - reduces biochemical
oxygen demand, suspended solids and sludge
volume very quickly.

Eliminates Odours - reduces hydrogen sulfide
(H2S) and eliminates malodors at their source
naturally without the use of added fragrances or
masking agents.

Highest Bacterial Count - high count ensures
maximum digestion, especially in high volume
applications.

Aerobic and Anaerobic Action - effective waste
decomposition in both conditions, with or without
the presence of oxygen.

Wide Range of Degradation - this blend contains
a wide spectrum of bacteria which break down
and liquefy organic waste quickly.

Longer Shelf Life - freeze dried spore form is in
a suspended state rather than a vegetative state.
The bacterial digestant is not active until mixed in
water.

USE DIRECTIONS
Simply grab and toss these unique 1 pound
paks.

Anaerobic Sludge Digesters: 
INITIAL DOSE - Use ½ kg for each 85,000 to
170,000 litres (½ lb. for each 10,000 - 20,000
gallons) of digester contents.
MAINTENANCE DOSAGE - Use 10% of purge
dose each week until no longer needed.

Scum Pits: Use I kg. for each 8000 litres (1lb. For
each 1,000 gallons) of capacity of the pit.

Septic Systems: Use I kg. for each 8,000 litres
(1 lb. For each 1,000 gallons) of capacity of the
system. If drain field is clogged or sluggish with
grease use Waterco Supreme - approximately 25
litres (6 gallons) per splitter box.

Sludge Lagoons:
INITIAL DOSE - Apply 3 kg. For each hectare (3
lbs. for each acre) of lagoon surface as a purge
dose to reduce sludge build-up, floating grease
and foul odours. This dose rate is based on an
average depth of 2m (5') in the lagoon. Adjust
your dose if depth varies from above.
MAINTENANCE DOSAGE - Use 10% of the purge
dose per month in a non-discharging lagoon and
20% for a discharging lagoon. Always reseed a
lagoon with the purge dose if there has been a
significant bacteria kill.

PHYSICAL PROPERTIES - POWDER
WATERCO MICROBE-AID  consists of facultative multiple
bacillus species with micro-nutrients and boosters.

Type ..........................................................Bacterial Blend
Appearance ........................................Tan Colored Powder 
Odour ............................................................Slight Earthy
Effective pH range ................................................5.0 - 9.5
Effective Temp. Range ......................5 to 50C/45 to 120°F
Toxicity (concentrate)..................Low; Eye and Skin Irritant

APPROVALS/CERTIFICATIONS

Enviro-Gard Product

FOR USE IN
INDUSTRIAL, INSTITUTIONAL,
MARINE AND COMMERCIAL

ENVIRONMENTS

PACKAGING
25 lb. Pail
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WATERCO MICROBE-AID
BACTERIAL SPORES and MICRO-NUTRIENTS IN WATER SOLUBLE PAKS
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